CAN 16-IN / OUT digital

INTRODUCTION
The Trio CAN16 Input/Output module offers a compact
DIN rail mounted I/0 expansion capability for motion STATUS LED
coordinators.
It can provide up to 256 distribuited bi-directional 1/0
channels at 24 VDC level.
) ) ) DIP SWITCHES
This module can be mixed on the same bus, with other
types in the CAN 1/0 range, reducing considerably the
machine wiring.
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MAI N FEATU RES 1/0 CONNECTIONS
Inputs 16 x 24V input channels with 2500V isolation
Outputs 16 x 24V sourcing (PNP) output channels
Configuration 2 x 8 bi-directional input/output channels
Protecti Outputs are overcurrent and over
rotection temperature rated
Indicators Individual status LEDS
Address Via DIP switches
settings MECHANICAL DIMENSIONS
Power supply 24V /1,5W
S
Mounting DIN rail mount o
Size 26 mm wide x 85 mm deep x 130 mm high o g
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Weight 168 g = — E
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CAN 500 kHz, up to 256 expansion output channels E | ~—
EN61000-6-2 (2005) Industrial Noise Immunity %
EMC EN61000-6-4 (2007) Industrial Noise Emissions = —
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CAN protocol  TrioCAN 1/0 / CANopen Ds401 ‘ 21 |
Compliancies | UL and RoHS 26mm’ 85mm
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